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MADE IN ITALY since 1972
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MADE IN ITALY

Sirio Antenne was founded in 1972 by

Giuseppe Grazioli and during almost 48

years the company got a considerable

growth on the international markets

e€arning the reputation

of a reliable high quality supplier in the

field of communication. l I

ALL PRODUCTS are 100% manufactured
in ITALY. From the R&D to the final
assembling the process is enterely
handled according to the ISO 900I:20I5
standards to grant the best quality.

N <
MANAGEMENT SYSTEM — o
CERTIFICATE o
o ~N according to EU directive 2015/863/EC
N o
LI | U
YN E The single antenna is a passive accessory
O % and no CE APPROVAL is required
O v
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Y=
O E= y
a ’
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ONLY

CHECK THE SIRI0O OR
| DANTENNE.IT

h rea to

VO password

E Descubra su cédigo y compruebe que su producto €s

ORIGINAL 9 SIRIO
=———antenne
GB Scratch-off and use your password to check i MADE IN I TALY
ORIGINAL product A\ CHECK
RU Cotpute U HCIONB3YITE Mapoib AL nponepm \ GENUINE
IOVIMHHOCTH ITPOAYKTa. N PRODUCT ON
PL Zdrap i uzyj hasta aby sprawdzi¢c czy produkt jE
ORYGINAUNY WWWSIRIOANTENNEIT
T . R Scratch-off to get your
RO Razuiti si utilizati parola pentru a afla daca produ g password
este ORIGINAL g
C 0600904

CZ Seskrabnete ochranou vrstvu a podle kodu, ktery se v:
zobrazi, zkontrolujte, ze se jedna o originalni SIR
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Hi-Tech Fiberglass Base Static

FEATURES

# 0.625 ). center feeded vertical dipole

# 1 to 2 dB higher gain than
conventional 5/8 A

# Low radiation angle for excellent DX

# Fiberglass 4 sections composite tube

# DC-Ground protection

# PLUG & PLAY, no tuning required

TECHNICAL DATA

TYPE: oo 5/8 . center feed vertical dipole
Impedance: —.......... . — 5 Q
Frequencyrange @ SWR<2: <...ovvoooeceeee

25.5 - 30 MHz wide band from 10m fo 12m* ham band

Radiation: ... . omnidirectional
Polarization: . . : N linear vertical
Max. power: .ooooooooooeo 500 Watts (CW) continuous
(VT 110 2 dB higher than conventional 5/8 A
Wind resistance: ............. w/bracing system: 160 km/h, 100 mi/h
Height (approx.): ccooooooooeeeeeeeeeeeeeeeee 7360 mm, 24ft
Weight (approx.): . . . 3000¢r, 6.61b
Connector: ... UHF-female, PTFE insulator & gold plated central pin
Mounting mast: ......ovvvvoerce 0 35-54 mm, @1.4-2.1in

*12m band covered with manual or automatic antenna funer.

P/N 2113220.00 GAIN-MASTER

TYPICAL RADIATION PATTERN

ntenna for Ham band
Designed by electromagnetic simulation
Thermography of power test v 8
e |

PLUG & PLAY

24° Max radiation angle|
of conventional 5/81

0° Max radiation angle
of Gain-Master
1-2dB more power gain|

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

COAXIAL RF
CHOKE COIL

ki
ALUMINTUM BRACKET
& TUBE, STAINLESS

STEEL HARDWARE

| -
|‘I Y - r
More technical information on: www.gain-master.it
Gain-Master™ is a registered Trade Mark of SIRIO antenne s.r.l.

ANTENNAS

_Master




BASE

=)
= SIRIO

———antenne

ANTENNAS

laster Hw

o —— ) SIRIO)

Gain-

Hi-Tech Fiberglass Base

FEATURES (" Schematic diagram )

# 0.5 ) center feeded vertical dipole
# Tunable Base station antenna

# Omnidirectional _
# Low radiation angle for excellent DX
# Fiberglass 3 sections composite tube

Electrical Length | ¥ b
1/2 0r 0,5 1

TECHNICAL DATA A4

TYPE: oo 1/2 . center feed vertical dipole - ]

Impedance: .......... . N 50

Frequency range: ........ooovveceeeoorvverveennn. 27 2 ... 30MHz tunable

Radiation: ... . . . . omnidirectional .

Polarization: .. . ot N linear vertical A

Max. power: —...oooooooooooee 500 Watts (CW) confinuous

Nanwidth @ SWR<2: oo 1.8 MHz @ 27.2 MHz Lowloss

Gain: ..... . . S 0 dBd, 2.15 dBi .

Wind resistance: ..........ccoooooooooooeerreeeeeeeeee 160 km/h, 100 mi/h To RF generator

Height (approx.): ... 5560 mm, 18.2ft / A

L T 1600qr, 5.761b el

Connector: ... UHF-female, PTFE insulator & gold plated central pin

Mounting mast: —....ovvvvvveeeerrenns 0 35-54 mm, @1.4-2.1in ‘

P/N 2113120.00 GAIN-MASTER HW

N
/
/

( )

Thermogruphy of power fest

-__h-lﬂ-r--'ii

..—'"—
I.. ——

COAXIAL RF
CHOKE COIL

ALUMINIUM BRACKET '
& TUBE, STAINLESS
STEEL HARDWARE

WARNING - i

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE

SEPARATE SAFETY INFORMATION SHEET.
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MADE IN ITALY since 1972

SIRIO 827
BLIZZARD 2700

FEATURES (] g _ A

# Tunable Base station antenna
# Omnidirectional

# Very Heavy duty constructions E
# High power handling capability 4 i
# Low radiation angle for excellent DX
# Equipped with excellent multi

element ground plane

# Made of aluminium alloy 6063 T-832
# DC-Ground protection \_

STANDARD SUPPLY FOR BLIZZARD 2700 |
TECHNICAL DATA _ OPTIONAL ACCESSORY FOR SIRIO827

J

e

TYPB: e 5/8 A ground plane |

eae—— T 00 | ANTI-NOISE  NYLON RING
Frequency 1ange: .......oooovooovvvveeeeee 26.4 ... 28.4 MHz tunable 2 P/N 2511001.00
Radiation: —ooooooooooo omnidirectional - B

POlGMZATION: oo linear vertical
SWR @ 165 1801 oo <11

Max. power: —.ooooooooooooeo 1000 Watts (CW) continuous
...................................................... 3000 Watts (CW) short time
Bandwidth @ SWR2: —.oooocce >7 MHz 5 |
BUIN: oo 1.5 dBd, 3.65 dBi m

Wind resistance: .........cooeevveerreeereecsereereen 130 km/h, 81 mi/h
Height (approx.): oo 6700 mm, 22 ft
Weight (approx.): oo, 6000gr, 13.21b

Radial length (approx.): —.ovvvveveeocececcccecee 1400 mm, 55 in
Connector: ..... . . N UHF-female
Mounting mast: ~....ovveooooeerenns 035-39 mm, @ 1.4-1.5in 1)
P/N 2104801.00 SIRIO 827 ’?_ED

P/N 2104801.00/BLIZ  BLIZZARD 2700

SPARE PARTS
P/N 2530601.00 1x Radial SIRIO 827 MATCHING COIL MADE OF

( | 1 ENAMELLED COPPER WIRE B3mm AWG-9

Vi

Frequency

TUNING TOP
ELEMENT

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND SIRIO 8§27 BLIZZARD 2700
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET. ;
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gs:@,)) SIRIO

SIRIO 2008 Q
SIRIO 2016 | £
uency ' .. X

FEATURES TR S ]

# Tunable Base station antennas Lty @,{Q

# Omnidirectional WITH R

# High power handling capability ANTI-STATIC L )

# Low radiation angle for excellent DX

# Coil protected by transparent cover CAGE ANTI-NOISE  NYLON RING
# Equipped with excellent multi Op’rionol
elements ground plane e ~N P/N 2511001.00

# DC-Ground protection
# Made of aluminium alloy 6063 T-832 2
TECHNICAL DATA
TYPB: oo 5/8 A ground plane

Impedance: ..o 50Q

Frequency range: ..o 26.4 ... 28.2 MHz tunable

RAGIHON: ..o omnidirectional 1

Et\;\lﬁ{riz@mion: f . ; ; ... linear verﬂ]cull \_ =

16S. 1180 wvenvne. . . . <L

O 1000 Watts (CW) confinuous JOINTING SLEEVE
..................................................... 3000 Watts (CW) short time -

Bundwidih @ SWR < 2: oo ——r
SIRIO 2008 s > 1750k | TELESCOPICALUMINIUM =
EIRIO 2016: oo ] 3d|32(12;€1%|:112 TUBES FIRST SECTION =

GINE s .3 dBd, 3.45 dBi e
Wind resistance: ...veeeeeeveeeeeeeereecereeereeese. 130 km/h, 81 mi/h STARTS FROM
I\;Iveigl;]‘r ((upprox.)): ............................................. 56; (;)(;) mn]1,32£|l;r @30mm 1”-3/16

BIGNT (APPIOX.): oveoreeererereieeie s gr, 13. e

; THICKNESS 1.25mm 0.05

Radial length (approx.): ........... . . — : :
T e L0 HI-Q LOW L0SS MATCHING COIL
CONNBEKOT: oo UHF-female SUSPENDED ON 4 PLASTIC FINGER
Mounting mast: ......oovvveeeeerrecces 0 40-50 mm, @1.5-1.9in

' MADE OF COPPER WIRE @4.5mm AWG-5

P/N 2100201.00 SIRIO 2008, 8 radials
P/N 2103101.00 SIRIO 2016, 16 radials

SPARE PARTS
P/N 2530301.00 1x Radial SIRIO 2008
P/N 2530401.00 1x Radial SIRIO 2016

DRAWING SHOW SIRIO 2016
model with 16 ground radials

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND

BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.
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FEATURES

# Tunable Base station antenna

# Omnidirectional

# High power handling capability

# Feeded with Gamma Match system
# Made of aluminium alloy 6063 T-832
# Low radiation angle for excellent DX

TECHNICAL DATA
TYPB: oo 3/4 ) coaxial J-pole

Impedance: . e 50
Frequency 1ange: ..o 27 .. 285 MHz tunable
Radiation: ... ._omnidirectional

Polarization: . I linear vertical
SWR @ 185 1801 oo <12
Max. power: ... 1000 Watts (CW) confinuous
.................................................... 3000 Watts (CW) short time
Bandwidth @ SWR<2: ..o > 1400 kHz
Gain: .. . — 2 dBd, 4.15 dBi
Wind resistance: ... 130 km/h 81 mi/h
Height (Gpprox.): ..o 8480 mm, 27.8 ft
Weight (approx.): oo 4700 gr, 10.41b
Connector: ... . S UHF-female
Mounting mast: —...vvvvvvooeeeen. 935-42 mm, @ 1.4-1.6in

P/N 2100701.00 NEW VECTOR 4000

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

NEW VECTOR €000

\ F 41 /
TELESCOPICTUBE

FIXING SCREW

/‘-\

TELESCOPIC ALUMINIUM
TUBES FIRST SECTION
STARTS FROM
@37mm 1”-7/16
THICKNESS 1.75mm 0.07"

P

BASE

ANTENNAS

MADE IN ITALY since 1972

Lo

Frequency

TUNING TOP
ELEMENT
WITH
ANTI-STATIC
CAGE

MOUNTING ON MAST
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NEW TORNADO | |
|

| Frequency
FEATURES 11 w
# Tunable Base station antenna l TUNING TOP
# Omnidirectional
# High power handling capability ELEMENT
# Big coil made of aluminium wire

@6mm AWG-3
# Low radiation angle for excellent DX
# Made of aluminium alloy 6063 T-832
TECHNICAL DATA
TYPB: oot 5/8 X ground plane
IMpedance: oo 5Q
Frequency range: ...........ooveeeeeereeereree. 27 ... 30 MHz tunable
RAGIAHON: —oooeeeee e omnidirectional
Polarization: —.oooooooooooeeee e linear vertical (] )
SWR @ r1es. freq.: oo <12 @ 27 MHz
Max. power: ..o 1000 Watts (CW) confinuous
....... e 3000 Vs O shor e JOINTING BIG COIL
Banduidth @ SWR<2: e > 1300 kHz SLEEVE
Gain: ... . B ] ZdBd 3.35 dBi
Wind resistance: ... 130 km/h 81 mi/h
Height (approX.): oo 7230 mm, 23.7 ft
L 0 2900 gr, 6.4 1b
Radial length (approx.): ..cccoooooroorrrereeeeeeeee. 2000 mm, 78.7 in
Connector: ... . S UHF-female
Mounting mast: —......covvvveeeeee ﬂ35 42 mm, @ 1.4-1.6in TELESCOPIC
ALUMINIUM TUBES
P/N 2100501.00 NEW TORNADO FIRST SECTION STARTS
FROM 028mm 17-1/8 1 “ ol :

i THICKNESS 1.25mm 0.05” o= HI-Q LOW LOSS MATCHING COIL

B
<::T]Ff=‘

P/N 2530501.00 1x Radial NEW TORNADO AIR SUSPENDED MADE OF

ALUMINIUM WIRE @6mm AWG-3

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.
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GPE5S/8
GPS 1/2

FEATURES

# Tunable Base station antennas

# Omnidirectional

# Low radiation angle for excellent DX
# DC-Ground protection

# Coil protected by transparent cover
# Made of aluminium alloy 6063 T-832

TECHNICAL DATA

Type:

OPE5/8 oo 5/8 . ground plane
BPS /2 o 1120
Impedance: ... 500
Frequency range: ........cccoovvvvvvvveenn. 26.4 ... 29.0 MHz tunable
RAGIAHON: oo omnidirectional
Polarization: ........cccccoooooeooeeoeeeeeeeeeeeee linear vertical
SWR @ res. freq.: . N <13
Max. power: ... 250 Watts (CW) continuous
......................................................... 750 Watts (CW) short time
Bandwidth @ SWR<2: ..oooooeeeeeee >1600 kHz
Gain: ... E—
OPE5/8 oo 1.2 dBd, 3.35 dBd
GPS1/2 ....... 0dBd, 2.15dBi |
Wind 1€SISTANCE: ovvvvvveeeeeeeeeeereeeeeeeeseseeesneees 130 km/h, 81 mi/h
Height (approx.): .......cooooooooooo 5950 mm, 19.5 ft
Weight (approx.): ——
GPES/8 ... S 2500 gr, 5.5 b
(e 2100 g1, 4.61b
Radial length GPE5/8: .......ovooooeeevvve 1320 mm, 52 in
Connector: . . . — UHF-female
Mounting mast: .....cooovvvoierrercii (0 35-42 mm, 0 1.4-1.6in

P/N 2100301.00 GPE5/8
P/N 2100401.00 GPS1/2

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER

LINES IS DANGEROUS. FOR YOUR SAFETY AND -
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

BASE

ANTENNAS

Lo Q

Frequency
TUNING TOP
ELEMENT
WITH
ANTI-STATIC
(AGE
4 - l

JOINTING SLEEVE

GPS 1/2

GPE 5/8
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EOOMERANG A / W
THUNDER

COMMON FEATURES
# Balcony or temporary installation I & ‘
# Omnidirectional Fp—
# Factory tuned at mid-band }
# BOOMERANG A: main whip made of
aluminium alloy 6063 T-832 and
tapered fiberglass radial
# BOOMERANG \W: tapered fiberglass BOOMERANG W
whip and radial with TUNING TOP
# THUNDER: designed to work ELEMENT
without Ground Plane
# UP-GRADED Boomerang: power rate
increased up to 300\, shorter radial
TECHNICAL DATA
Type: BOOMERANG A/W oo 1/4 . boomerang FIBERGLASS §
THUNDER 1/4  helical loaded dipole MAIN WHIP
Impedance: . . . . N 5 Q
Frequency range: ..........cooeevvveeeeeveveceereennen. 26.8 ... 27.6 MHz
RAAIGHON: oo omnidirectional
POlariZation: .ooooooocec e linear vertical
SWR @ 165 1801 oo <12
MOX. POWET: oo
BOOMERANG  300Watts (CW) continuous, 900Watts (CW) short time BOOMERANG W
THUNDER ... 100Watts (CW) continuous, 300Watts (CW) short time .
Bandwidth @ SWR < 25 oo
BOOMERANG A/ W . . . .. 2800kHz
THUNDER . . . . . . >5000 kHz
Gain: ....... . . S— 0 dBd, 2.15 dBi
Wind resistance: ..veeeeeeveeeeeeeeeeceeeeereeeee 140 km/h, 87 mi/h
:Slngglfﬁéoz}W%So ......... ] Zﬁ/223073ﬂ STRONG DIECAST
.................. mm, mm, /.
THUNDER . . S— 960 mm, 3.1 ft 0T
Weight (APPIOX.): oo
BOOMERANGA/W ......coovvvev 7801, 1.71b/750gr, 1.651b THUNDER
THUNDER ........... . . . 700qr,1.51b

Radial length (approx. BOOMERANG only): ......... 1330 mm, 4.35ft
MOURTING MASH: ...

BOOMERANGA/W........ ... square or @ max 42 mm, 1-5/8 in
THUNDER ..oooveoeoeee e 025-32mm, @1-1.25in
COMNBLIOT: v UHF-female

P/N 2101101.00 BOOMERANG A
P/N 2101115.00 BOOMERANG W
P/N 2107902.00 THUNDER

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES 1S DANGEROUS. FOR YOUR SAFETY AND ADJUSTABLE
BEFORE YOU BEGIN INSTALLATION, READ THE

SEPARATE SAFETY INFORMATION SHEET. RADIAL INCLINATION
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GPA 27-45 !

SIGNAL KEEPEFI

GPA 27-45

# Tunable base station antenna
# Unity-gain, Omnidirectional
# High power handling ALUMINIUM
# Low radiation angle for excellent DX TELESCOPIC TUBE
# Made of aluminium alloy 6063 T-832 FOR MAIN
TECHNICAL DATA WHIP AND RADIALS
TYPB: e 174 A ground plane
Impedance: .. . ; 500
Frequency range: .................. 97 ... 45 MHz tonable by dlogrom
RABIHON: oo omnidirectional Strong die-cast
Polarization: . linear vertical e
SWR @ 1es. 180, oo <12 \_ aluminium base )
Max. power: ... 1000 Watts (CW) cont., 3000 Watts (CW) short time
Bandwidth @ SWRL2: > 2500 kHz @ 27 MHz
Gain: ... . . N— 0 dBd, 2.15 dBi !
Wipd TESISTANCE: v 130 km/h, 81 mi/h MOUNTING:
Height (approx.): ..o 4730 mm, 15.5 ft MAST NOT
Weight (approX.): oo 1250 qr, 2.75 b 74
Radial length (approx.): ..o 2680 mm, 105.5 in SUPPLIED
Connector: ...... . UHF-female il
Mounting mast: .........o...ccoovvvveenenn. 0 35 40 mm, 1"3/8 179/16 GPA 27-45
P/N 2100801.00 GPA27-45 :
SIGNAL KEEPER
# Omnidirectional, Compact dimensions § :
# Factory tuned at mid-band ‘ 1 4 ;
# Made of aluminium alloy 6063 T-832 1
TECHNICAL DATA
L1 1/4 X base & radial loaded ground plane i
Impedance: S . 500 \ e Base bottom view
FIequency range: ......o...cooeevvvveeeeeeeeeeseeee. 26 28 MHz UHF-female connector
RAAIGHON: oo omnidirectional
Polarization: . ... linear vertical
SWR @ 165. 1801 oo <12 e ™\
Max. power: ....... 100 Watts (CW) cont., 300 Watts (CW) short time
Bandwidth @ SWR<2: ..o > 850 KHz COMPACT DIMENSION
Gain: .......... . . . 0 dBd, 2.15 dBi THANKS TO LOADED
Wind 18SISTANCE: vveooveeeeeeeeee oo 130 km/h, 81 mi/h MAIN WHIP AND RADIALS
Height (approx.): oo 2370 mm, 7.8 t
Weight (approX.): oo 640 gr, 1.41b
Radial length (approx.): —oovvvvveeeoeccccececcccce 640 mm, 25 in
Connector: ... . ... UHF-female
Mounting mast: ........cccooovvvveierernens (0 35-40 mm, @1.4-1-5in
P/N 2101301.00 SIGNALKEEPER
i SIDE MAST INSTALLATION
WARNING SUPPLIED ‘ ; ALLOWED BY OPTIONAL
INSTALLATION OF THIS PRODUCT NEAR POWER BRACKET FT-2
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE SIGNAL KEEPER

\_ P/N 2510004.00 )

SEPARATE SAFETY INFORMATION SHEET.
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STARDUSTER Vi-400

—

# Tunable base station antenna ALUMINIUM

# Unity-gain, Omnidirectional T

# High power handling L ohC TUBE

# Low radiation angle for excellent DX FOR MAIN
WHIP AND RADIALS

# Made of aluminium alloy 6063 T-832

TECHNICAL DATA 0

Type: . . S 1/4 A ground plane

Impedance: ................ .00

Frequency range: ................. 26.5 .. 30 MHz tunable by diagram Strong die-cast

RAAIGHON: oo omnidirectional lurminium b

Polarization: . ... linear vertical \_ QAT -

SWR @ 165, 1800 e <15 Al

Max. power: ... 1000 Watts (CW) cont., 3000 Watts (CW) short time / ]

Bandwidth @ SWR<2: ... > 2500 kHz @ 27 MHz -

Gain: ..... N . N 0 dBd, 2.15 dBi

Wind r8SISTANCE: oo eseenes 130 km/h, 81 mi/h

Height (approx.): ... . . 5040 mm, 16.5 ft ;
Weight (approX.): wooeeeeeeeeeeeeeeseeeeeece e 1230 gr, 2.7 Ib ] B(]Sfe borom e
Radial length (approx.): —oovvvvvvvvvoe 2690 mm, 105.5 in ] UHF-female connector
Connector: ....... ... UHF-female \

Mounting mast: ...........ccooocrrrne 0 35-40 mm, 1”3/8-1"9/16 s

P/N 2103201.00 STARDUSTERM-400 ‘
\

MOUNTING
MAST NOT
SUPPLIED

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

@\
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SY-38 SY-4

FEATURES

# YAGI Base station antennas

# Directional, High-gain

# Horizontal polarization

# High power handling capability

# Feeded with Gamma Match system
# Made of aluminium alloy 6063 T-832
# Tunable from 26.5 to 30 MHz

INCPLATED
STEEL BRACKET .~

TECHNICAL DATA
Type: ... . S Z
SRS e e 3 elements Yagi Anfenna .
) 4 elements Yagi Antenna " *J
Impedance: . . . . e 50 Q2 JOINTING SLEEVE
Frequency 1ange: .........ccccccoeeeeeeeeeer. 26.5 ... 30.0 MHz tunable
Radiation: .... . . — directional
Polarization: . . . linear horizontal (
SWR @ res. freq.: - - - o S 1.2 ¥ UHF female connector DIE-CAST ELEMENT
Max. power: —ooooooooooee 1000 Watts (CW) continuous
.......... e 3000 Watts (CW) short fime | FIXING BRACKET
BNV @ SWR < 2: O )
- e = 1200 kHz @ 26.5 MHz
Y- > 850 kHz @ 26.5 MHz
Gain: ... . . : S—
SY-3 .. . . — 8.5 dBd, 10.65 dBi
SY-4 . . . — 11 dBd, 13.15 dBi
Dimensions (approx.): ..... E— ‘
SY-3 s 5942x2710x100 mm, 19.5x8.9x 0.3t
Nt 5846x4030x100 mm, 19.2x13.2x0.3 GAMMA MATCH
Wind r8SISTANCE: oo eseene 120 km/h, 75 mizh >
Boom length/diometer (GpproX.): ..o N " e DETAILS )
) 25 2710 mm, 8.9t/ @33 mm, 1.3in
N 4030 mm, 13.21t/@33 mm, 1.3n

Max. element length (approx.) ..... 5942 mm, 19.5ft @ 26.5 MHz
Turning radis (approx.): .. E—
Y-3 .. . . —— 3300 mm, 10.8 ft
SY-4- . . — 3700 mm, 12.1 ft
Element diameter: ................. 0 16-12-8 mm, §0.6-0.47-0.3in
Weight (approx.): ........... E—
SY-3 . . . . 4700 gr, 10.41b
SY-4- . . S 6100gr, 13.51b
Connector: ...... . " . ... UHF-female
Mounting mast: —.......oovvvvoer. 035-50mm, @1.3-1.9in A

P/N 2105101.00 SY-3
P/N 2105201.00 SY-4

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.
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SD-Dipole

FEATURES

# Base station antenna, Unity-gain

# Vertical or horizontal polarization
# High power handling capability

# Feeded with Gamma Match system
# Made of aluminium alloy 6063 T-832
# Tunable from 26.5 to 30 MHz

TECHNICAL DATA

Type: ... ... A/2 Dipole
Impedance: ........ . . N 5 Q
Frequency range: ........oooovvveeceeeioene. 26.5 ... 30.0 MHz tunable
Radiation: ......... ——
Horizontal mounting ... directional
Vertical MOUNtING ovvvvveeeee e omnidirectional
Polarization: .ooovovvvvoeoeeeccccce linear vertical or horizontal
SWR @ 165, 180 e <11
Max. power: oo 1000 Watts (CW) confinuous
............................................... 3000 Watts (CW) short time
Bandwidth @ SWR<2: ... > 3500 kHz @ 26.5 MHz
Gain: ... R . N 0 dBd, 2.15 dBi
Wind r8SISTANCE: oo eeeenes 130 km/h, 81 mizh
Turning radius (approx.): ..o 3200 mm, 10.5 ft
Element diameter: ................ 0 16-12-8 mm, 80.6-0.47-0.3 in
Length (approx.): ...... 5582 mm, 18.3ft @ 26.5 MHz
LT T 2560 gr, 5.6 1b
Connector: ... ... UHF-female
Mounting mast: .......oovvvvoeree. 0 35-50 mm, @ 1.3-1.91in

P/N 2105301.00 SD-Dipole

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

SIRIO

BASE

ANTENNAS

UHF female connector

DIE-CAST ELEMENT
FIXING BRACKET

GAMMA MATCH
DETAILS

MOUNTING
MAST NOT
SUPPLIED

JOINTING SLEEVE

ZINCPLATED
STEEL BRACKET
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SIRIO

TURBO blue line

FEATURES

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz

# TURBO 800 S: 17/7 PH stainless
steel spring whip

#TURBO 1000, 2000, 3000: 17/7 PH
tapered stainless steel whip

# Metallic blue plastic coil cover and
base, brass parts pearl finish chrome

# 90° adjustable whip no tools required
detachable for car-wash

# DC-Ground protection

# PL version (suffix PL) with a special
base connection suitable for magnetic
mount installation (no cable supplied)

REMARK: Each model has a specific
BASE and COIL to match together for
the best performance. BASES and COILS
can't be mixed.

TECHNICAL DATA

Type: ... . . . base loaded
Impedance: . . . 500
Frequency range: ..........cooovvvveeeeeeeerecceeeeeea. 27 ...28.5 MHz
Polarization: ......oovvovooeeoceeeeee e, linear vertical
SWR @ 165. 1801 oo <12

Max. power:. 200Watts (CW) continuous, 1000Watts (CW) short time
Bandwidth @ SWR < 2: oo,

TURBOBOOS ..o > 430 kHz (40 channel)
TURBO 1000 ... > 660 kHz (60 channel)
TURBO 2000 ... > 1100 kHz (100 channel)
TURBO 3000 ... >1600 kHz (140 channel)
Mounting: ......... . N—
TURBO SIIES ... hole @ 12.5 mm, 1/21in
TURBO PLSEIES ..o UHF-male (PL259)
Cable lenght / Type: ........ N—
TURBO SBHES v 4m, 13ft/RG 58
TURBO PLSEIIBS ..o not supplied
Height (GPPIOX.): oo
TURBOB00S/800SPL .oooooooe 840 mm, 2 ¥4 ft
TURBO 1000/ TO00PL ....oooe 1150 mm, 3 %/4 ft
TURBO 2000/ 2000 PL........ovveee 1450 mm, 4 ¥4 ft
TURBO 3000/ 3000 PL........oeoee 1710 mm, 5.6 ft
Weight (@pproX.): oo 580 gr, 1.31b

P/N 2201905.40 TURBO800S
P/N 2202005.40 TURBO1000
P/N 2202105.40 TURBO 2000
P/N 2202405.40 TURBO 3000

P/N 2201905.41 TURBOS00S PL
P/N 2202005.41 TURBO1000 PL
P/N 2202105.41 TURB02000 PL
P/N 2202405.41 TURBO3000 PL

\
— (ARBODY
@ Hole needed:
M) 0 12.5mm
S
Cable for
% “TURBO series”
TURBO series

cable supplied
for(ﬁxed ins?gllu’riZ)n

hole required

UHF male (same
connection of
PL-259)

% UHF female (like
% magnet mount or
50-239 connector)

TURBO PL series
(no cable supplied)
for UHF-female

\_ installation )

MOBILE
ANTENNAS

MADE IN ITALY since 1972

90° ADJUSTABLE
no fools required

17/1 PH
TAPERED
STAINLESS
17/7 PH STEEL
 STAINLESS
- STEEL SPRING
- WITH NYLON
' REINFORCE

TURBO 800 S

TURBO 1000
TURBO 2000
TURBO 3000

13
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MADE IN ITALY since 1972

PERFORNVIER series

FEATURES 4 N\ 17/7 PH 4 )\
TAPERED
# CB & 10m Mobile antenna STAINLESS
# Tunable from 27 to 28.5 MHz STEEL
# 17/7 PH tapered stainless steel whip
# 180° adjustable whip no tools required
detachable for car-wash
# DC-Ground protection
# PL version (suffix PL) with a special L
base connection suitable for magnetic ) : )\ (&‘ :}

mount installation (no cable supplied)

UHF male (same

REMARK: Each model has a specific
connection of

BASE and COIL to match together for

the best performance. BASES and COILS CAR BODY PL-259)
can't be mixed. Hole needed:
g1/2
TECHNICAL DATA " = UHFlemale lke
= magnet mount or
Type: ... . , . base loaded Y Cahle_ for u S0-239 connector)
Impedance: . . . 500 TURBO series
p
Frequency range: ......o...coooevvvvvreeerevecceeeernens 27 ... 28.5 MHz )
POIOMZANON: oo linear vertical PERFORMER series PERFORMER PL series
SWR @ 165, IBQ: s <12 (cable supplied) (no cable supplied)
MOX. POWET: .o 200 Watts (CW) confinuous for fixed installation for UHF-female
................................................ 1000 Watts (CW) short fime hole required \_ installation Y,
Bandwidth @ SWR < 2: ooooooooooooee L.
PERFORMER P-600 ........ccoooveivvveeeee > 680 kHz (60 channel) =
PERFORMER P-800 ...................... > 1400 kHz (120 channel) 33
PERFORMER P-1000 .................... > 2000 kHz (180 channel) H
Mounting: ...... I \ Lt .
PERFORMER SEMeS ....vvveeeeeeeeeesserreeens hole @12.5 mm, 0.5 in :
PERFORMER PL serigs ..........ccoovverrrvie. UHF-male (PL 259)

Cable lenght / Type: ....... S—
PERFORMER series ............ 4m, 13ft/R658

PERFORMER PL series
LOCKING

Height (approx.): ............ — HANDLE oI
PERFORMER P-600 ... 1250 mm, 4.1 ft
PERFORMER P-800 1650 mm, 5.4 fi
PERFORMER P-1000 1950 mm, 6.4 ft
Weight (approX.): weeeeeeeeeeeeeeeeeeeeeeeee e 600gr,1.31b CHROME PLATED BASE

ZAMAK HEAVY JOINT & "
P/N2218005.50 PERFORMER P-600 BRASS LOCKING HANDLE 180° ADJUSTABLE
P/N2218105.50 PERFORMER P-800 for 180° Tilfin .
P/N221820550 PERFORMERP-1000 \ g 1o fools required
P/N2218005.51 PERFORMER P-600 PL
P/N2218105.51 PERFORMER P-800 PL
P/N2218205.51 PERFORMER P-1000 PL PERFORMER P-600

PERFORMER P-800
PERFORMER P-1000
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MADE IN ITALY since 1972

PERFORNVER S000 LED
PERFORNMER SO00
TURBO 5000

N — ) )

UHF male (same

s
= connection o

FEATURES PL-259)

# CB & 10 m Mobile antennas Hole needed:
# Very High power handling g2

# Tunable from 27 to 30 MHz L, 125
#P5000 LED: Unique LED PCB that ligth % Cable for

(AR BODY

Do

]

UHF female (like
magnet mount or

u 50-239 connector)

v

up when transmit “TURBO series”
# DC-Ground protection
# 17/7 PH tapered stainless steel whip 5000 Coax series
# \Xhip detachable for car-wash (cable supplied)
# PL version (suffix PL) with a special for fixed installation
base connection suitable for magnetic \_ hole required
mount installation (no cable supplied)

5000 PL series
(no cable supplied)
for.UHF-fe.mule
installation )

\.

TECHNICAL DATA

Type: ... . . base loaded
Impedance: ......... . . — 5 Q
Frequency 1ange: ......o...coooevvveeeeeeceeceeeeeee. 27 ... 30 MHz
POlGMZANON:  .ooovoooeeeeeeeeeeeee e linear vertical
SWR @ 185, 18G.: oo <12
Max. power: ....oooccoooooioie 1500 Watts (CW) confinuous
................................................ 5000 Watts (CW) short time
Bandwidth @ SWR <2: .............. >2300 kHz (200 channel)
Mounting: ........
TURBO-PERFORMER 5000 Coax .......... hole @ 12.5 mm, @ 1/2 in
TURBO-PERFORMER 5000 PL ........................ UHF-male (PL 259)
Cablelenght/Type: .......... N
PL version ........ W not supplied
Coaxversion: .. 4m, 1 3ft/standard RG58 (max power up to 600 Watts)
Height (approx.): .ooooooooooooeoeoeeee 1965 mm, 6.4 1t
T T 650gr, 1.41b

P/N2218505.50/LED PERFORMER-5000 LED (stand. cable)
P/N2218505.51/LED PERFORMER-5000PLLED
P/N2218505.50 PERFORMER-5000 (standard cable)
P/N2218505.51 PERFORMER-5000 PL
P/N2202205.40 TURB0-5000 (standard cable)

P/N 2202205.43 TURBO-5000PL

90°
ADJUSTABLE I/
notools

OPTIONAL HI-POWER CABLE required

max power up fo 2000 Wattts
4m, 13 ft / RG 303 PTFE cable
P/N 2509605.00

o
y

PERFORMER 5000 LED

CHROME PLATED
TURBO 5000 IAMAK HEAVY JOINT &
BRASS LOCKING HANDLE

for 180° Tilting .PERFORMER 5000

15
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PERFORNVIER P2000 [
FEATURES (" )
# CB & 10 m Mobile antennas HI-POWER MATCHING COIL
# VVery High power handling
# Tunable from 27 to 30 MHz
# DC-Ground protection Low loss
# 17/7 PH tapered stainless steel whip dielectric
# PL version (suffix PL) with a special

base connection suitable for magnetic sqppor’r.

mount installation (no cable supplied) Air wound

big section
TECHNICAL DATA copper wire
Type: ... . . e base loaded 0 2.5mm
Impedance: ........ . . S 5 Q AWG 10
Frequency range: ......o...cooeevvveeeeeeeeeceee e 27 ... 30 MHz
Polarization: linear vertical
SWR @ 165, 180, oo <12
Max. power: .........oooooooooo. 2000 Watts (CW) Duty Cicle 5" on-5' off /
Bandwidth @ SWR <2: ............... >1800 kHz (160 channel) ~- ~N
MOUNEING: oo ﬁ
. —

PERFORMER P2000 Coox. ............... hole ©12.5mm, @1/2in @
PERFORMER P2000 PL UHF-male (PL 259) / P b
Cable 1enght/ TYPE: oo )
PL version ........ . . N not supplied .'a 01/2"
Coaxversion: .. 4m, 1 3ft/standard RG58 (max power up to 600 Watts) M 012.5mm
Height (GpProX.): ... 1920 mm, 6.3 ft ‘
Weight (approx.): . . . . . 730gr, 1.61b

Cable for
“TURBO series”

P2000 Coax
(cable supplied)
for fixed installation

\ holerequied '
— N
’\
UHquIe(sume
connection of
=
=

P/N2218305.50  PERFORMER P2000 coax (standard cable)
P/N2218305.51  PERFORMER P2000 PL

P2000 3/8

FEATURES \
# CB & 10 m Trucker antenna

#17/7 PH Tapered whip 1.8m/71"
#200mm /8" Stainless Steel Shaft

# Very high Power Handling capability

TECHNICAL DATA UHF female (like

I . Uitk i | PERFORMER P2000 3/8
YDB: oo S0259 comecto]

Impedance: ......... 500

FIequUENCY 1aNG8: ...oovvveeeeeeee e 27 ... 30 MHz

f \
Polarization: ... . . S linear vertical ( P%?OO P|-|. i .

SWR @ res. freq.: . . R <12 gicinie supplie

Max. power: ...o.ooooccoocoeeeerereeee 1500 Watts (CW) confinuous PERFORMER P2000 fm#g':ﬂﬁig??;gle

.................................................. 5000 Watts (CW) short fime \. J !

Bandwidth @ SWR< 2 ....ooooooooo.... > 2600 kHz (230 channel)

MOUNFING: oo both model 3/8” x 24 thread \

Shaft version: ... shaft 200mm, 8”
Cable lenght / Type: ..o not supplied o
cvjii't((z‘;‘;';i)) """"""""" Zii% ;mé ";f lfb' OPTIONAL HI-POWER CABLE Optional “CB-HDS”
B comeeeeemrrrseeceeeeeommmmreeceeeeeeee 0. max power up fo 2000 Wafts 3/81050-239
= 4m, 13 ft / RG 303 PTFE cabl
P/N 2418305.03 PERFORMER P2000 3/8 w/shuﬁ e P/'{l 2509605.00 i \ P/N 2508]0600 J

16 c oM MU NI
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PERFORNMER EODO 3/8

FEATURES

# CB & 10 m Mobile antennas

# Overall Height: 2.08m/ 6.8’

#17/7 PH Tapered whip 1.8m/71"

# Shaft version: 200mm /8" Stainless
Steel Shaft

# P5000 3/8 LED: Unique LED PCB that
ligth up when transmit

# Very high Power Handling capability

# Low Loss Coil Made of 10 AWG /
2.5mm copper wire

# Chrome plated brass parts CNC
machined

# Fully Designed & Manufactured in Italy

TECHNICAL DATA

Type: ..... . . S— Trucker Anfenna
Impedance: . . USSR, 5 Q
FIeqUENCY TONGE: ..o 27 ... 30 MHz
Polarization: ... . . N linear vertical
SWR @ 165, f180.: oooooeeeeeececeee e <12
Max. power: .oooovovvoeoi 1500 Watts (CW) continuous
....................................................... 5000 Watts (CW) short time
Bandwidth @ SWR<2: ... > 2600 kHz (230 channel)
MOUNTIng: ..o both model 3/8” x 24 thread
SHaTE VBISION: oo shaft 200mm, 8”
Cable lenght / Type: .oovoooooececeeee e not supplied
T (T 2080 mm, 6.8 ft
LT T 480qr,1.061b

P/N2418505.03/LED PERFORMER 5000 3/8LED w/shaft
P/N 2418505.03 PERFORMER 5000 3/8 w/shaft
P/N2418505.03/A  PERFORMER 5000 3/8 w/oshaft

(" HI-POWER MATCHING COIL

Low loss
dielectric
support.
Air wound
big section
copper wire
0 2.5mm
AWG 10

T N

N\

SIRIO

SPECIAL DESIGN
FOR THE USA

CONNECTION 3/8 x 24 THREADS

MOBILE

200mm, 8”
STAINLESS
STEEL SHAFT

WITH CHROMED
BRASS FIXING NUT

ANTENNAS

Optional “CB-HDS”
3/8 10 50-239

L P/N 250810600

17
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MADE IN ITALY since 1972

BUILL trucker

FEATURES

# Very High Power CB & 10 m Trucker
and Mobile antennas

# Exclusive LED PCB inside thats light
Up when transimitting

# 17/7 PH tapered whip w/metallic cap

# Low-Loss High “Q” Air Wound Coil
Design of 48mm/1.9” Uses
3mm/9-AWG wire

# Coil design without soldering points,
all junctions are screwed on

# NOAA WWeather Alert Reception

@ 3mm/0.12"

17/1 PH Stainless
steel fapered whip
BT 3000: 1.3m/51"
BT 5000: 1.5m/59"

Water-proof EPDM
rubber gasket

capability
# Use as a Single Antenna or Twin Whip foint made of

Co-Phased chrorr?eddbmss (NC

macnine
TECHNICAL DATA
TYP: oo Maobile Antenna N —
Impedance: .. . . . — 50 Q i R gt on
FIEQUENCY TANGE:  oovoeeeeeeeeeeee e i when fransmitting
BULL3000/5000 Trucker 3/8" ......cvvvvsccrcecr 26.5...30 MHz
BULL 3000/5000 Trucker PL/cOGX .....ccoe.. 27 ... 30 MHz
Polarization: ...oooovvvveveeeeeee e linear vertical
SWR @ res. freq.: . . N <12
MOX. POWEE: oo
BULL 3000 Trucker Series .............ccccccccoeeee 3500 Watts (ICAS) BlocR s
BULL 5000 Trucker Series ..........oooovevvveeeeeerce. 5000 Watts (ICAS) with PCB LED inside
Bandwidth @ SWR < 2: oo
BULL 3000 Trucker PL/coax ............... > 1100 kHz (100 channel) ‘ —_—
BULL 3000 Trucker 3/8" oo > 1500 kHz (130 channel) HI-POWER LOW L0SS COIL
BULL 5000 Trucker PL/coax —.............. = 1400 kHz (120 channel) Chromed brass part
BULL 5000 Trucker 3/8" ................... >1900 kHz (170 channel)
MOURKING: oo \
BULL 3000/5000 Trucker Coax ................. hole @ 12.5 mm, 0.5in "
BULL 3000/5000 Trucker PL ....ovvoeeeeree.. UHF-male (PL 259) BULL 3000/ 5000 gml Efee| shaft
BULL3000/5000 Trucker 3/8 .. 3/8 x24 thread w/shaft 200mm, 8” Trucker Pl./CO(]X
Cable lenght / Type: ........ . . . .
BULL 3000/5000 Trucker COOX vvvvvvvveeeeeeoeececeeeeeeeeeeeeeeeeeeee —
......... standard cable max power up to 600 Watts: 4 m,13ft/RG 58 ——
BULL 3000/5000 Trucker PLor 3/8" ........covvvvc.... not supplied
Height (approx.): . . . .
BULL 3000 Trucker PL/coux 1wsmn, 470 S 7 — )
BULL 3000 Trucker 3/8" ........... 1600 mm, 5.2 ft @ A UHF male (same
BULL 5000 Trucker PL/coax 1645 mm, 5.4 ft . ORBOY connection of
BULL 5000 Trucker 3/8" ..... 1800 mm, 5.9 f SR
Weight (pprox.): oooooooeeeeeccecoeeeeeeeeeeeee 440q1,0.96 b g }/Zzgmm Opfional “CB-HDS”
1 : ‘ 3/810 50-239
P/N2218605.50  BULL3000 Trucker Coax (cable standard) ::; nf:n;loeug;k:r [ P/ﬁ 2508106.00
P/N2218605.51  BULL3000 Trucker PL % “TURBO series” 50-239 connector) ' -
L el 30 Tnuder 78 BULL Trucker Coax BULL Trucker PL BULL 3000/5000 3/8"x24 threads
i i with chromed brass

P/N2218705.50  BULL5000 Trucker Coax (cable standard) fofcf?fels T:srjtﬂllllzi)on ("f(; :‘:Jbl_lli_sfl;fﬂ'lzd) Trucker 3/8" ot
P/N221870551  BULL5000 Trucker PL | nsollaton ) fucker
P/N2418705.03  BULL5000 Trucker 3/8"

18 c oM MU NI
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SPECIAL DESIGN
FOR THE USA

FLEX-LOG

FEATURES

# CB Mobile antennas

# Exclusive Logarithmic pitch winding
to reduce heat and hot-spot loss
(Patent Pending)

# Flexible fiberglass rod (97mm, 1/4")

# Real input power guaranteed

TECHNICAL DATA

Type: .. 00.63mm AWG-22 smgle wnewmdmg logarithmic loaded \ 7 ~N
Impednce: . : 50 Q TWIN-LOG Technical Details
Frequency range: ......ooovvvveeoeeveeeeeeceeceseeens 26.9...27.5 MHz

Polarization: . . linear vertical

SWR @ res. freq. FLEX- 063/ FLEK-0G4 ... <14/<12 Black finish

PAX. POWEE: oo metallic fop (gp\

FLEX-L0G3 .. ]00Wuh‘s( W) conhnuous 300Wuﬁs( (W) short time
FLEX-LOG 4 ... 250Watts (CW) confinuous, 750Wuﬂs( (W) short time
Bandwidth @ SWR<2: .. EE——
FLEX-LOG 3/ FLEX-LOG 4: ...................... > 600 kHZ/> 1000 kHz
Height (approx.): e
FLEX-10G 3/ FLEX-L0G 4: ......... 880mm 29&/1260mm 411
Weight (approx): ......... I
FLEX-LOG 3/ FLEX-LOG4: ................. ]35gr 0.3lb /]75gr 0.41b

Frequency

@3mm, 0.118" Stainless ——|
steel tuning system

TUNING TOP
ELEMENT

Water-proof EPDM ~_
Rubber gasket

P/N 2407915.03 FLEX-LOG 3
P/N 2408015.03 FLEX-LOG 4

TWIN-LOG

FEATURES

# CB Mobile antennas

# The Exclusive Parallel Connected Twin
Wire and the Logarithmic pitch
winding to reduce RF resistance, heat
loss and doubles the power rate
(Patent Pending)

# Heavy duty fiberglass rod (@9.2mm,3/8")

socke set screw |

Chrome plated —
(CNC brass part

The Exclusive Parallel
Connected Twin Wire

# Real input power guaranteed 0pti0n0| “CB-HDS" and the Loguri’rhmic
TECHNICAL DATA P3§82T500%(%-026380 pitch winding reduce RF
Type: ........ @Tmm AWG-18 Twin wire winding logarithmic loaded P — resistance, heat loss and
Impedance: e 500 doubles the power rate
Frequency range: ........oooooococveeercceescssevevencccs 26.7...27.7 WHz (Patent Pending)
Polarization: . ... linear vertical

SWR @ res. freq.. TWIN- LOG3/4/5 L<15/<13/<12 REAl )
O 09.2mm, 3/8
TWIN-L0G 3 .. 300Waﬁs(CW) connnuous 900W0ﬁs( W) short time H"P OWER Fiberglass rod

TWIN-LOG 4 . 500Watts (CW) continuous, 1500Watts (CW) short time

TWIN-L0G 5 ....... 1000Watts (CW) cont.,, 3000Watts (CW) short time HANDLING Heavy duty chrome
Bandwidth @ SWR < 2: oo plated CNC brass ferrule

TWIN-L0G3/4/5........... > 600 kHz/ > 1100 kHz/ > 1500 kHz
Height (GPPIOX.): oo
TWIN-L063/4/5.....945mm,3ft /1250mm,4ft/ 1475mm,4.75f
Weight (approx): e
TWIN-L063/4/5.. 300gr, 0. 66|b/350gr 0 77Ib/390gr 0.96lb

Strong stainless steel
3/8” x 24 threads

* 3/8” x 24 threads connection

P/N 2408115.03 TWIN-LOG 3 connection

P/N 2408215.03 TWIN-LOG 4 FLEX-LOG TWIN-L0G
P/N 2408315.03 TWIN-LOG 5

cCcC oM M UNII C
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FEATURES

# CB & 10 m Mobile antennas

# High power handling

# Tunable from 27 to 30 MHz

# DC-Ground protection

# 17/7 PH tapered stainless steel whip

# 180° adjustable whip (not for 4000R)

# All models can be mounted on
magnetic mount

TECHNICAL DATA

Type: ... . base loaded

Impedance: . 500

Frequency IaNge: ......oovveeeeeeeeeeeeeeeceeeeee e 27 ... 30 MHz II
Polarization: . ... linear vertical

SWR @ res. freq.: . <12

Max. power: ....... S——

3000 series 400 Watts (CW) confinuous

....................... 1200 Watts (CW) short time

4000 series 600 Watts (CW) continuous

1800 Watts (CW) short time

Bandwidth @ SWR < 2. .

3000 SBIES ..vvvvvvveeeeer . 21890 kHz (170 channel)
4000 SEIIES oo > 2580 kHz (230 channel)
Mounting: ......... S
PLseries: .......oooovvvve.. Whip only, connection UHF-male (PL 259)
N series: ........... Whip+ cable + N-PLmount, hole 12.5mm, 1/2in
Height (approx.): —
3000 SBIES +vvveevoreeeeeeeeeeee s s 1740 mm, 5.7 ft
T 2030 mm, 6.7 ft
Weight (approx): .ocoooooooooeoeeeeeee 480gr, 1.06 1b

P/N 2202305.05
P/N 2202505.05
P/N 2202305.23
P/N 2202505.23

HI-POWER 3000 PL
HI-POWER 4000 PL
HI-POWER 3000N
HI-POWER 4000 N

P/N 2211505.05 MEGAWATT 3000 PL

P/N 2211605.05 MEGAWATT 4000 PL
P/N2211605.05/RIG MEGAWATT 4000 PL R (rigid version)
P/N 2211505.23 MEGAWATT 3000 N

P/N 2211605.23 MEGAWATT 4000 N

P/N 2211505.05/SILV. MEGAWATT 3000 PL SILVER
P/N 2211605.05/SILV. MEGAWATT 4000 PL SILVER
P/N 2211505.23/SILV. MEGAWATT 3000N SILVER
P/N 2211605.23/SILV. MEGAWATT4000N SILVER

MEGAWATT PL

VIEGAWATT series
HI-POWER series

MOBILE

ANTENNAS

MADE IN ITALY since 1972

WHIP ANGLE ADJUST
WITH SPECIAL KEY

.

/" DIFFERENCE BETWEEN SERIES

PL-Series
(whip only)

N-Series
(supplied with
mount & cable)

To mount on
UHF female (like
magnet mount or

50-239 connector)

(plastic cap)

MEGAWATT PL
SILVER COVER

MEGAWATT PLR
(rigid version)

J

HI-POWER PL
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T series

FEATURES

# CB Mobile antennas

#T 27: Slim line central loaded with
spring

#T3 27: D7mm 0.27" Fiberglass whip
logarithmic loaded, with heavy duty
spring

#T3 27 M6: Bottom joint M6 female

#T3 27 MAG, SUPER T3 MAG: Supplied
with magnetic mount

TECHNICAL DATA

Type:

127 .. . . S central loaded
T3 27 SEHES —oovooooeoeeeeeeeeeeeeee logarithmic loaded
Impedance: ........ . . R 5 Q
Frequency range: ........... S
[ 26.5...28.5 MHztunable
13 27 series

Polarization: /
SWR @ 165. f180.: oo <12
Max. power: 20 Watt(CW) confinuous, 100 Watts (CW) short time
Bandwidth @ SWR < 2: oo
127 .. R > 440 kHz (40 channel)
T3 27 SETIES vvvvveeeeeeeeeeeeeeeeeeeeeee e > 700 kHz (65 channel)

Height (approx.):

1327 . , . S 635mm, 2.1 ft
T327ME o 580 mm, 1.9 1 ‘
Weight (approx.): .......... S—
T2, VB ccceeereeerrereeeemseremssesessseeseeeeesesmereeees 400 gr, 0.88Ib
T327 MO oo 200 qr, 0.44 1b
MOURE 1YPE: oo \
127,1327 “N" mount, hole @12.5mm, 1/2in

T327 MAG ..coocees PM-100 Magnetic mount

LR — PM-125 Magnetic mount
Cable lenght / type: ........ S—
127,1327 . . . .. 4m, 13 ft/RG58
T3 27 MAG, SUPER T3 27 MAG ......ovvveeoe... 3.6m, 11.5ft/RG58
1327 M6 . . . N— not supplied

P/N 2201015.01 T27
P/N2207015.01 T327
P/N2207015.61 T327 MAG (PM-100)

P/N2207015.63 SUPER T3 MAG (PM-125)
P/N2407015.06 T327 M6 (whip only)

MOBILE

ANTENNAS

A

Frequency

TUNING TOP
ELEMENT

N mount chrome
2500102.01

STANDARD MOUNT

N 4

N 139716 )
& (whip only)

Optional
Mé6-male / M7-female
Adaptor
\ P/N 30.AD007.00 )
~N
13 27 MAG
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NEW DELTA 27-85
NEW DELTA 27 Vi-85

FEATURES

# CB Mobile antennas

#PD7mm 0.27" Fiberglass whip double ("
pitch top loaded

# 180° adjustable whip

# Detachable for car-wash

# Suitable for magnetic mount
installation

# DELTA 27M-95: \With heavy duty
stainless steel spring @4.5mm AWG-5

A

TECHNICAL DATA

Frequency
Type: . . . . double pitch top loaded v
Impedance: ......... S 5 Q
Frequency Range: ooooovoovvvvvvooee 26.7... 27.3 MHz tunable
Polarization: ..o linear vertical TUNING TOP
SWR @ 165 F10.: oo <12 ELEMENT
Max. POWer: ... 35 Watts (CW) continuous \ )
....................................................... 100 Watts (CW) short time
Bandwidth @ SWR<2: ... > 900 kHz (80 channel)
Height (Gpprox.): wooeeeeeoeeeeoeeeec e 950 mm, 3.1 ft
Weight (approx.): ......... E—
NEW DELTA 27-95 oo 390gr, 0.91b
NEW DELTA27M-95 ...ooooeeeeceeeeeees 500qr, 1.11b
Standard mount: . R N
Mounting hole: ... @12.5mm, 1/2in
Cable: ... . .. 4m, 13 RG 58

P/N2203315.01 NEWDELTA 27-95
P/N2203415.01 NEWDELTA 27M-95

STANDARD
MOUNT

NEW DELTA 27M-95

N mount chrome
2500102.01

NEW DELTA 27-95
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CARBONIUVI 27
SUPER CARBONIUIVI 27

FEATURES

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz

# 17/7 PH tapered stainless steel whip

# All metal parts are made of chromed
and black chromed brass

# 180° adjustable whip

# Detachable for car-wash

# Suitable for magnetic mount

TECHNICAL DATA

Type: ... . base loaded
Impedance: .. 50Q

Frequency range: ......oooovevvereereveeieeeeeiceees 27 ... 28.5 MHz
Polarization: ..ovvvveoeeeece e linear vertical
SWR @ 165. 180 e <12
Max. Power: ...... ——
Carbonium oo 25 Watts (CW) confinuous
........................................................ 150 Watts (CW) short time
Super Carbonium _.....oooooooo 35 Watts (CW) continuous
.................................................... 250 Watts (CW) short time
Bandwidth @ SWR < 25 oo
Carbonium: ... ... =1620 kHz (140 channel)
Super Carbonium: ....ovovoeoe > 1850 kHz (170 channel)
Cable: ..... S 4m, 131t/ RG 58

Height (GPPIOX.): oo
CArDONIUM: e 1130 mm, 3.7 ft
Super Carbonium: ......cccooooeeeeeeeeee e 1400 mm, 4.6 ft
Weight (approx.): weeeeeeeeeeeeeeeeeeeeeece e 480 qr, 1.051b
Standard mount: ..o N
Mounting hole: .......ooovvvooieoee 012.5mm, 1/2in

P/N2204106.02 CARBONIUM27
P/N2204206.01 SUPER CARBONIUM27

4 3\

N mount chrome
2500102.01

CARBONIUM 27 SUPER CARBONIUM 27
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4 )

| OMEGA 27 Méb
(whip only)

OVIEGA 27

FEATURES

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz

# 17/7 PH tapered stainless steel whip

# 180° adjustable whip

# OMEGA 27 M6: bottom joint M6
female

# Detachable for car-wash

TECHNICAL DATA

Type: . . ; . . . bause loaded
Impedance: ........ S 5 Q
Frequency 1ange: ......ooovvveeeeeveeeceeeeeeceseeeens 27...28.5 MHz

Polarization: .......ccoooooooooeee linear vertical
SWR @ 165, 180 o <12
Max. Power ... 15 Watts (CW) continuous

) Optional
........................................................ 150 Watts (CW) short time
Bandwidth @ SWR<2: oo > 1300 kHz (120 channel) M"""‘“': dé F’]\’t‘;‘femﬂle
Height (approx.): ........... —
OMEGA 27 ..cooooeceeeeeeen 970 mm, 3.2 ft \ /N 30.AD007.00/BLK /
OMEGA 27 radiator M6 ... 945 mm, 3.1 ft
Weight (approx.): ..oooooooooooooeeeoees 385gr,0.851b
Mount type: ... N
OMEGA27: oo “N" mount, hole @12.5mm, 1/2 in
OMEGA 27 Mb: oo Mé thread joint
OMEGA 27 MAG: ... PM-100 S or PH-125 S magnefic mount OMEGA 27 MAG )
Cable lenght / type: ........ —
OMEGA 27: . . . 4m, 13 ft /RG58
OMEGA 27 M&: oo not supplied
OMEGA 27 MAG: +.....oeeo e 3.6m, 11.8 ft/RG58

P/N2206306.02 OMEGA27

P/N2206306.61 OMEGA27 MAG (PM-100)
P/N2206306.64 OMEGA27 MAG (PM-125)
P/N2406306.06 OMEGA27 M6 (whip only)

\_ PM-100

STANDARD o

N mount chrome

250010201 | MOUNT OMEGA 27

coMMUNI



=) ) MOBILE
@ SIRIO ANTENNAS

SUPER S
SUPER 70

SUPER S00

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz
# 180° Adjustable whip

# Detachable for car-wash

# SUPER 9: safety set enclosed

TECHNICAL DATA
Type: ... . base loaded
IMPEAANCE: oo 5Q
Frequency range: ........cooovvvveoeeeceeeceeeeee. 27 ... 28.5 MHz
Polarization: . ... linear vertical
SWR @ 1es. 18q.: oo <12
Max. power: ... N
SUPER 9 Blug Line ..ovvvvveveeeeeecerene 35 Watts (CW) confinuous
250 Watts (CW) short time;
15 Watts (CW) continuous
150 Watts (CW) short time;
15 Watts (CW) continuous
150 Watts (CW) short time;
Bandwidth @ SWR < 2: oo,
SUPER 9 Blue Line ......oooooeoereereeeee >1900 kHz (170 channel)
SUPER 70 Blue Line >1200 kHz (110 channel)
SUPER 900 Blug Ling —.......oovvvvveeen. > 1100 kHz (100 channel)
Cable: ......... . .. 4m, 13ftRG 58
Height (approx.): ............ —
SUPER 9 Blue Line 1550 mm, 5.0 ft
SUPER 70 Blue Line 700 mm, 2.3 ft
SUPER 900 Blue Ling ..o 780 mm, 2.5 ft
Weight (approx.): . . 450qr, 11b
Standard mount: ............ . SN
Mounting hole: —..oooooooooooooo @12.5mm, 0.5in

P/N2230005.01/BLUE SUPER9 Blue
P/N2230305.01/BLUE SUPER70 Blue
P/N2229905.01/BLUE  SUPER 900 Blue

STANDARD

N mount chrome
MOUNT [ 2500102.01

———antenne

STAINLESS
STEEL SPRING
WITH NYLON
REINFORCE

TAPERED
STAINLESS
STEEL
SUPER 9:
SAFETY SET

SUPER 9 Blue

SUPER 70 Blue

SUPER 900 Blue
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TITANIUIVI series

FEATURES

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz
# 180° adjustable whip

# Detachable for car-wash

# Suitable for magnetic mount

TECHNICAL DATA
TYPE: oo base loaded
IMPEAANCE: .ovoeoec e 50
Frequency 1ange: ......ooovvveeeeeveeeceeeeeeeceeeeennens 27...28.5 MHz
Polarization: ... ... linear vertical
SWR (@ 165, 180 oo <12
Max. Power ...... ———
15 Watts (CW) continuous
150 Watts (CW) short time
20 Watts (CW) confinuous
100 Watts (CW) short time
35 Watts (CW) continuous
250 Watts (CW) short time
Bandwidth @ SWR < 2: oo
TITANIUM 800 ........ooooooeo > 1100 kHz (100 channel)
TITANIUM 1000 .......ooooooooee > 1200 kHz (110 channel)
TITANIUM 1200 ..o > 1400 kHz (125 channel)
TITANIUM 1500 Black ...................... > 1600 kHz (140 channel)
Height (APPIOX.): oo
TITANIUM 800 ......... 790 mm, 2.6 ft
TITANIUM T000 oo 975 mm, 3.2 ft
TITANIUM 1200 <o 1215 mm, 4.0 ft
TITANIUM 1500 Black 1420 mm, 4.6 ft
Weight (apPIoX.): wovvvvvoooeeoeeeececeeee e 400 gr, 0.88 1
Mounttype: ..ovvvvvece. “N” mount, hole @12.5mm, @1/2 in
Cable lenght /type: oo 4m, 131t /RG58

P/N2200605.010r.07  TITANIUMB00 NorNE
P/N2204505.010r.07  TITANIUM1000 NorNE
P/N2204505.01/Sor .07/S TITANIUM1200 NorNE
P/N2204506.020r.08  TITANIUM1500Black NorNE

P/N2200605.61 TITANIUM800 MAG
P/N2204505.61  TITANIUM1000 MAG
P/N2204505.61/S TITANIUM 1200 MAG

Low profile

NE mount chrome

2500202.01 N mount chrome
P — 2500102.01

STEEL SPRING 5

BLACK |

WITH NYLON CHROMED
REINFORCE TAPERED |
STAINLESS |

MOBILE

ANTENNAS

MADE IN ITALY since 1972

TAPERED
STAINLESS
STEEL

STAINLESS %

STEEL

TITANIUM 800

TITANIUM 1000
TITANIUM 1200
TITANIUM 1500
Black
TITANIUM MAG
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m / \
AS series DIFFERENCE BETWEEN SERIES

PL-Series N-Series
(whip only) (supplied with
.y mount & cable)

# CB & 10m base loaded mobile antennas
# Tunable from 27 to 28.5 MHz

# DC-Ground protection

# 17/7 PH tapered stainless steel whip

TECHNICAL DATA b el

TYPB: oo base loaded UHF female (like + N-PL mount
Impedance: . . . — 500 magnef mount or

Frequency range: ..........ooooooooceeeeereeence 27 ... 28.5 MHz S0-239 connector)

POlGMZATION: oo Linear vertical

MAX. POWET: oo
AS 100: 100 Watts (CW) continuous , 300 Watts (CW) short time
AS 145: 150 Watts (CW) continuous , 450 Watts (CW) short time i
AS 170: 200 Watts (CW) continuous , 600 Watts (CW) short time (plﬂSTlC (Gp) + N cable

Bandwidth @ SWR<2: AS100 .......... > 580kHz (55 channel) |
AS 145: . . . >1240kHz (110 channel) '
AST70: e >1940kHz (180 channel) \ /

Mounting: ......... . . . . .
PLseries: ...........oooooo. Whip only, connection UHF-male (PL 259)
N series: ........... Whip+ cable + N-PLmount, hole 12.5mm, 1/2in
AS-100 MAG:... PM-100 PL, magnetic mount, 3.6 m/ 11.8 ft RG58
Height (approx.) AS 100 ....oooooooooooooe 1020 mm, 3.3 ft
AST145/AST70 ... 1400 mm, 4.6t/ 1670 mm, 5.5 f
Weight (approx.) ..oooooooooooooeoeeoeeeee 240 qr,0.53 b

P/N2209005.05 AS100PL
P/N2201405.05 AS145PL
P/N2201605.05 AS170PL

P/N2209005.23 AS100N
P/N2201405.23 AS145N
P/N2201605.23 AS170N AS 100 PL
AS 145 PL
AS 170 PL

P/N2209005.61 AS100MAG

AS-100 MAG
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NEW TITANIUVI 3001
ViL. 145 MAG

FEATURES

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz

# 17/7 PH tapered stainless steel whip

# ML 145 MAG: Supplied with stainless
steel spring

# TITANIUM 3001: 180° Adjustable whip

# Detachable for car-wash

# DC-Ground protection

# Suitable for magnetic mount

installation
TECHNICAL DATA
Type: ... . base loaded
Impedance: . .. 50Q
Frequency range: ........coooovveeeoeeeeeeceeeeere 27 ... 28.5 MHz
Polarization: . ... linear vertical
SWR @ 165, 180 o <14
Mox. power: ....ooo......... 300 Watts (CW) continuous
........................................................ 900 Watts (CW) short time
Bandwidth @ SWR<2: . E—
L > 1340 kHz (120 channel)
NEW TITANIUM 3001 ....................... > 1300 kHz (115 channel)
Mounting: ......... N
METAS o PM-125 PL magnetic mount
NEW TITANIUM 3001 MAG: ............. PM-125 PL magnetic mount

NEWT. 3001 PL: ........... Whip only, connection UHF-male (PL 259)
NEWT. 3001 N: Whip+ cable + N-PLmount, hole 12.5mm, 1/2in

Cable Length/Type: ............ . —
ML 145 MAG, NEW TITANIUM 3001 MAG: ... 3.6m, 11.81t/RG58
NEW TITANIUM 30071 PL: oo not supplied
NEW TITANIUM 3007 N: .o 4m, 131t/ RG58
Height (approx.): —.......... E—
MUTAS o 1420 mm, 4.6 ft
NEW TITANIUM 3007 <.ooooo 1485 mm, 4.9 ft
LT T 0 3104gr, 0.68Ib

P/N2211805.05 NEWTITANIUM3001 PL
P/N2211805.23 NEWTITANIUM3001 N
P/N2211805.63 NEWTITANIUM 3001 MAG

P/N2201805.05 ML145 PL
P/N2201805.23 ML145 N
P/N2201805.63 ML145MAG

———antenne

MADE IN ITALY since 1972

(" DIFFERENCE BETWEEN SERIES

PL-Series N-Series
(whip only) (supplied with
- mount & cable)

To mount on
UHF female (like
magnet mount or

50-239 connector)

(plastic cap)

8 —

\ NEW TITANIUM 3001 MAG )

NEW TITANTUM 3001

ML 145 MAG
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SNAKE 27 e

MINI SNAKE Mo

VIINII SNAKE 27 (hipony)

FEATURES

# CB Mobile antenna

# Tunable by acting on the metallic rings

# SNAKE: 17/7 PH tapered black
chromed stainless steel whip

# MINI SNAKE: 17/7 PH cilindrical black
chromed stainless steel whip

# 180° adjustable whip

# M6 radiators: bottom joint M6 female

# Detachable for car-wash

# Suitable for magnetic mount

TECHNICAL DATA

TYPB: oo base loaded

Impedance: . 500

Frequency range: ........ccoovvvveeeeeeees 26.5 .... 27.4 MHz tunable

Polarization: . ... linear vertical

SWR @ res. freq.: e <12 '

MOX. POWE: oo 10 Watts (CW) confinuous Optional
.......................................................... 40 Watts (CW) short time Mé6-male / M7-female
Bandwidth @ SWR < 2: oo Adaptor

SNAKE 27, SNAKE 27 M6 ... > 1800 kHz (160 channel) P/N 30.AD007.00/BLK
MINI SNAKE 27, MINI SNAKE M6 ............ >1000 kHz (90 channel) \_ J
Height (approx.): ........... — > X
SNAKE 27: oo 1125 mm, 3.7 ft

MINISNAKE 27: ... TUNING SYSTEM
T T 350gr, 0.81b

Mount type: ....... I

SNAKE 27, MINI SNAKE 27: ... “N" mount, hole @12.5 mm, 1/2 in

SNAKE 27 M6, MINI SNAKE 27 M ..................... Mé thread joint

MINI SNAKE 27 MAG: .............cc......... PM-100 S magnetic mount

Cable lenght / type: ........ —

SNAKE 27, MINISNAKE 27: ..o 4m, 13 ft /RG58

SNAKE 27 M6, MINI SNAKE 27 M6: ......coee..e. not supplied

MINISNAKE 27 MAG: ..o 3.6m, 11.8ft/RG58

P/N2204306.01 SNAKE27
P/N2404306.06 SNAKE27 M6 (whip only)
P/N2204406.01 MINISNAKE 27
P/N2404406.06 MINISNAKE27 M6 (whip only)
P/N2204406.61 MINISNAKE 27 MAG

4 N\

STANDARD
N mount chrome MOUNT

SNAKE 27
250010201 MINI SNAKE 27 MAG MINI SNAKE 27
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BLACK
MICRO 30 s

STEEL

MICRO 60 VIAG T

FEATURES
# CB Mobile antennas
# MICRO 30 : 17/7 PH stainless steel
spring whip
# “CE”, “"MAG” mounts: rigid whip, BLACK
detachable for car-wash TAPERED
# “CE-S”,”S MAG"” mounts: 90° tiltable STAINLESS .
whip, detachable for car-wash STEEL CE-S spheric
L 90°tiltable
TECHNICAL DATA
TYPB: oo base loaded
IMPEAANCE: oo 5Q
Frequency range: .........ccooo..... 27 ... 27.5 MHz
Polarization: ........ccoeoeeeeeeereeeeeeeees linear vertical
SWR @ 165, 180 oo <14
Max. power: 10 Watts (CW) continuous,30 Watts (CW) short time
Bandwidth @ SWR < 2: oo
MICROB0 ... > 600 kHz (55 channel)
MICRO 60 ..o > 800 kHz (70 channel)
Height (approx.):MICRO 30 .....oovvvve 325 mm, 1.0 ft
MICRO BOMAG ... 520 mm, 1.7 ft
Weight (approx.): MICRO 30 ................... 260 gr, 0.57 Ib F |
MICRO 60 MAG 4101, 0.91b
MOUNT TYPE: e
[0 —— "CE” mount, hole @ 10 mm / 0.4in
MIRO30S o "CE-S” mount, hole @ 10mm / 0.4in
MICRO MAG / S MAG ..o magnetic mount
(0N
“CE”, "CE-S" MOUNE oo 4m, 13t RG 58
MICRO 30/60MAG 3m, 10ftR6 58 gt MICRO 30 S MICRO 30
MICRO 30 SMAG ......oooooeeeeeeeee 4.5m, 14.7 ftRG 58
Tuning System N
P/N2206506.37 MICRO30 }
P/N2206506.72 MICRO 30 MAG -
P/N2206506.38 MICRO30S ‘“ﬁ“
P/N2206506.73 MICRO30SMAG 0
P/N2208306.72 MICRO 60 MAG ﬂ e
= S-MAG
L I Version, 90° tiltable
| | J
o
MICRO 30

MICRO 30 MAG

MICRO 30 S MAG
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MINI MAG 27 | (" 180° INCLINATION )
SILVER 80 VIAG ]

MINI MAG 27

# CB Magnetic mobile antenna

# Factory tuned at mid-band

# 180° tiltable whip

# Supplied with stainless steel
spring for the best flexibility

BLACK

TECHNICAL DATA CHROMED
Type: ... ; ; e SO central loaded TAPERED
Impedance: .. ; : : : . 50Q STAINLESS
Frequency range: ..........cooeeeveeeeereeeeeseeeeeie. 27 ... 27.5 MHz STEEL
Polarization: ... . : . . linear vertical
SWR @ res. freq.: . . . e <12
Max. power: ..... 10Watts (CW) continuous, 50Watts (CW) short time
Bandwidth @ SWR<2: ... > 280 kHz (23 channel)
Cable Lenght/Type/ Connector: ..... 3m, 10ft/RG 58 / UHF PL-259
Height (GPPIOX.): oo 630 mm, 2ft p X
Weight (approx.): woooooooeoeoeeceoceeeeeeeeeeeee 5751, 1.25ft
Standard mount: ... . Magnetic SILVFR 0PL
Mag mount overall size: .........ooooooevvrccoe #90mm, 3.5in (whip only) ,
P/N2204905.74 MINIMAG 27 E
SILVER90 MAG T '
0 mount on
# CB & 10m Mobile antennas :E;::F ;Leugtllﬁ SIRIO
# 17/7 PH tapered stainless steel whip ; $0-239 connecto) -
TECHNICAL DATA \
Type: ... . ... base loaded
Impedance: ........ N 5 Q
FIequency range: .........ooervvvveeeeeevveeeeeeeeenn. 26.5 ... 27.5 MHz
Polarization: linear vertical
SWR (@ 165, 1801 oo <12
Max. power: 15 Watts (CW) continuous, 150 Watts (CW) short fim
Bandwidth @ SWR<2: ................ > 1240 kHz (110 channel)
Height (apProX.): oo 890 mm, 2.9 ft
Weight (approx.): ..cccc....... 310gr, 0.68 b
MOURKING: oo
SIVERQOPL .ooooo whip only with UHF-male (PL259)
SILVER QO MAG ..o PM-100 PL magnetic mount
COble: e
SILVER 90 PL . . . — not supplied
SILVER QOMAG ..o 3.6m, 11.8 ft/RG58 SILVER 70 MAG

P/N2211906.05 SILVER90PL
P/N2211906.61 SILVER 90 MAG

MINI MAG 27

31
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. TRIFLEX 27/FV1/900
zgfn,:glbei lt?yag(tez?lgiotation TAIWN 27

# Helical winding fiberglass whip
# Detachable for car-wash

TECHNICAL DATA
Type: .. N . base and whip loaded
IMPEAANCE: oo 5Q
Frequency range: ................... 26.965 ... 27.405 MHz tunable
Polarization: . ... linear vertical (" )
SWR @ 165 1801 oo <12 Unscrew part B
Max. power: 10 Watts (CW) continuous, 30 Watts (CW) short time for car wash
Bandwidth @ SWR<2: ..........eoo..e. > 440 kHz (40 channel)
Cabl: o 5.5m, 18t RG 58
Height (approx.): —oooooooooooooeoeeeeeeec 530 mm, 1.7 ft
Weight (approx.): wooeeeeeeeeeeeeeeeeceeeece e 34091, 0.741b
Standard MOUNt: ..vvvvvveeeeeeeeeeeeeeeeee e Taifun mount
Mounting hole: —......ooooooooooo @10 mm, 0.4 in
Rotate part A for
P/N2204715.00 TAIFUN27 ; .
L/ fine tuning
TRIFLEX 27 /FM /900
# Multi-band antenna on CB 27 MHz,
AM-FM radio & GSM 900 MHz systems
# CB tunable by acting on the tuning cap
# Detachable for car-wash
TECHNICAL DATA
Type: ... . N central loaded 27 MHz
.......... . . . 1/4 X helical loaded FM
.......... : : : v 1/4 900 MHz
Impedance: .... " . . . 150QFM
.......... . oo 50 €2 27 MHz/900 MHz
Frequency 1ange: ... 26.8 ... 27.6 MHz tunable
............................... AM-FM band (0.15-1.6 MHz, 88-108 MHz)
................................. 65 (TX 880-915 MHz, RX 925-960 MHz) = PSR V3
Polarization: ... .. linear vertical TAIFUN 27 Screw on fype
SWR @ res. freq.: . . e <122
T 10 Watts @ 27 MHz /
.......... : : ) . 20 Watts @ 900 MHz
Bandwidth @ SWR <2: ..... > 440kHz (40 channel) @ 27 MHz
.......... : : v 2 100 MHz @ 900 MHz
(051 S — 215mm, 8.5in R6316/ FME-male for 27MHz - &f
165 mm, 6.5in RG316/ M10x0.75-male for FM :
................................ 120 mm, 4.7 in RG316 / FME-male for G 2) Exension cable for FIl
Height (Gpprox.): ...coooooooeeeeeeeeeeeeeeeeee 500 mm, 1.6 ft
Weight (approx.): ....... 120 gr, 0.26 Ib \ _
SHndard MoUNt: oo Triflex Rubber s
Mounting hole: .......... square 15mm/0.6in or @18 mm/0. 7in Sleeve 3) Extension cable for GSM
P/N2216215.00 TRIFLEX no cablesincluded SN Cicnteqest)
P/N2216215.99 TRIFLEX w/cables CB(1) &FM(2)
(B: FME-male

Extension Cables Supplied

1)2513305.00 5m RG58 Fme/PL259 for (B
2)2511805.00 5m FMcable/radio plug .
Only on request: ' 4

3)2510605.00 5m RG58 Fme/Fme for GSM : : oo = (5SM. FME-male

32 coMMUNI
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SG-CB 1000 & 1400

| 4 N\
$G-CB 1000, SG-CB 1400 | e N TAPERED
# CB & 10m Mobile antennas /B 5 FIBERGLASS
# Tunable from 27 to 28.5 MHz | iy RADIATOR
# 90° tiltable whip | ,l
# Detachable for car-wash -
# Suitable for magnetic mount ' /

installation : ‘ w

| SWR adjusting system
TECHNICAL DATA T
Type: e . . N— central looded ! v S
Impedance: ... . ; —— 5 Q ‘ : 7 N
FIOQUENCY TANGE: oo 27 ... 28.5 MHz \ h
T linear vertical |'. j
SWR @ 165. fI0.: oo, <12 \ i g
MAX. POWE: oo . /
S6-CB 1000 ..o 60 Watts (CW) confinuous R S
........................... .. 180 Watts (CW) short time | Tilfing System Defail STAINLESS
S6-CB 1400 ... 120 Watts (CW) continuous ’ \ STEEL SPRING
...................................................... 360 Watts (CW) short time
Bundwidih @ SWR < 2: ......
SG-CB 1000 oo > 550 kHz (50 channel) [
S6-CB 1400 oo > 1100 kHz (100 channel)
Height (approx.): ...... .
S6-(B 1000 . . . . 1000 mm, 3.3 ft
SG6-(B 1400 . . . 1400 mm, 4.6 ft
Weight (approx.): oo 3201, 0.7 Ib
Standard connector: ... UHF PL-259
Cable: oo not supplied
P/N2211305.05 SG-CB1000
P/N2211405.05 SG-CB 1400 i 6L 27

Ground Less

GL27 Ground Less
# CB & 10m Mobile antenna
# Particulary suitable for all vehicles

with non-metallic body
# DC-Ground protection

# 180° adjustable whip

TECHNICAL DATA

Type: .. . " . . ... base loaded

Impedance: . . . . . . 50Q -
Center Frequency: ....... . " oo 27.185 MHz

Radiation: ... . . .. omnidirectional MIRROR MOUNT
Polarization: ; et N linear vertical SUPPLIED
SWR @ 185. 1802 oo <12

Max. power: ..... 15Watts (CW) continuous, 50Watts (CW) short time

Bandwidth @ SWR<2: ................ > 5500 kHz (500 channel)

Height (approx.): oo 1140 mm, 3.7 ft

Weight (approx.): ......... : . .. 430qr, 11b

(able Lenght / Type/ Connector: ... 4m, 13 ft/RG 58 / UHF PL-259 = .

P/N2211724.76 GL27 Ground Less SG-CB 1000 SG-CB 1400

coMMUNI
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TA 27
TA 27 INOX
CRUISER 2000

FEATURES Tapered
fibreglass
# CB & 10m Marine antennas radiator
# Designed to work without Ground
Plane
# Perfect protection against the worst
weather conditions

# DC-Ground Protection
#TA 27, TA 27 INOX: Provided with

stainless steel bracket for an easy
installation on the top of the mast

# Stainless steel hardware

#TA 27, CRUISER: fiberglass radiator

#TA 27 INOX: 17/7 PH tapered
stainless steel radiator

# CRUISER 2000: Supplied with white
coaxial cable directly connected

MARINE

ANTENNAS
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Flexible
tapered
stainless

steel
radiator

- Tapered
- fibreglass
~ radiator

TA 27 Coil

P/N'2503101.00 )

“M1” stainless
steel bracket

TA 27 INOX !

TA 27, TA 27 INOX
Standard mount: ...... . . . e
TA27, TA27 INOX ooooooeeeee e “M-1” bracket
CRUISER 2000 ..... . . N "M-8" NY

P/N2300120.80 TA27
P/N2300105.80 TA27INOX
P/N2301220.83 CRUISER2000

TECHNICAL DATA

Type: ... . . . ... base loaded

Impedance: .... . . . . .. 500

Center Frequency: ... 27.185 MHz

Radiation: ........ .. omnidirectional

Polarization: ...... . ... linear vertical

SWR @ res. freq.: ... . . . e <12

Max. power: ... 15Watts (CW) continuous, 50Watts (CW) short fime

Bandwidth @ SWR<2: ....ooovvveee. > 5500kHz (500 channel)

(able (Length / Type): . . . —

TA27, TA 2T INOX oo not supplied

CRUISER 2000 ... v TA 27
Height (approx.): ...

TA27,TA 27 INOX

CRUISER 2000 ..o —
Weight (approx.): ....... . . . S %?
TA27 .. : .. 385gr,0.851b | ===
TA27 INOX ....... 345g1,0.76 Ib E
CRUISER 2000..... 7201, 1.601b

CONNBLION: oo

WY N

M8 Nylon mount
allowing 180° Inclination
stainless steel hardware )

CRUISER 2000
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01. N Chrome P/N 2500102.01 04 N-PL P/N 2500502.05
02. N Black P/N 2500102.02  05.4m,13ft Cable for “N” (or “N-PL”) mounts .. P/N 2505705.00 4
03.N3/8 P/N 2500102.03  06. Connector for cable “N” ..o P/N 2505000.00 | Mounting depth: 36mm, 1.4in
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07. NE Chrome P/N 2500202.01
08. NE Black P/N 2500202.02
09. NE 3/8 P/N 2500202.03

12. NE-PL
13. 4m, 131t Cable for “NE-PL/ turbo / performer”
14. Connector for “NE-PL/ turbo / performer”cable

P/N'2500602.05
P/N2505905.00
P/N2505200.00

Overall size @ 42mm, @ 1.6in
Hole @ 12.5mm, @ 1/2in

10. 4m, 131t Cable for “NE” mount
11. Connector for cable “NE”

Overall size @ 36mm, @ 1.4in
Hole @ 10mm, @ 0.4in

................... P/N 2505805.00
.................... P/N 2505100.00

CABLES PL-+PLWITH PTFE INSULATOR

1463
13 40cm, 1.3ff Cable PL/PL P/N 2506005.00
J 50cm, 1.6ft Cable PL/ PL P/N 2504705.00

90cm, 3.0ft Cable PL/ PL P/N 2504805.00

56 AC/U ANGULAR CONNECTOR

Frequency Range: from DC to 500 MHz

Mounting Hole / Overall Size: @ 16mm, 5/8in/ @ 38mm, 1.5in
Cable / Connector: 4m, 13t RG 58 / UHF-male (PL259)

T%p connector: UHF-female with PTFE

15. SG-AG/U

P/N 2513005.00

S0-239 ANGULAR CONNECTOR W/ CABLE

Frequency Range: from DC to 500 MHz
Mounting Hole / Overall Size: @ 16mm, 5/8in/ @ 38mm, 1.5in
Tog) connecfor: UHF-female with PTFE

4m, 13t RG 58 cable w/ 50239 angular connector
17.50239 connector

P/N 2506105.00
P/N 2505300.00

Frequency range: From DCto 600 MHz
Connectors: UHF-Female, %old ;Iuted central pin
Mounting hole: @16 mm, 0.63in

Material: Chromed brass, Stainlesssteel, PTFE
18. 50 239 angular connector

Antenna side: 3/8”-24 stud
(ableside: SO-239 connector
Mounting hole: @16 mm, 0.63in
Material: chrome plated brass
......................... P/N2509700.00  19. (B-HDS

PL CONNECTOR WITH PTFE INSULATOR

Mounting: Twist-on, center pin soldering
20. PL259 /R for R658 cable.......oror P/N 2505600.00

P/N2508106.00 91 pL259/9forR68 and R6213.............. P/N 2505500.00
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PM-100 magnetic mount

Frequency Range: from DCto 500 MHz

Overall Size: @92 mm, 3.6in

Materials: Ferrite magnet, Chromed Brass, Nylon, Rubber protection
Cable/ Connector: 3.6m, 11.8ftRG 58,/ PL259 Rmale

22. PM-100 S P/N 2502502.01
23. PM-100 S BIck w.ovveeeveeeeveeeeerrnerrnen P/N 2502502.02
24. PM-100 3/8 P/N 2502502.03
25.PM-100 PL P/N 2502502.05

PM-125 magnetic mount

Frequency Range: from DCto 500 MHz

Overall Size: @127 mm, 5in

Materials: Ferrite magnet, Chromed Brass, Nylon, Rubber profection
Cable/ Connector: 3.6m, 11.8ftRG 58/ PL259 Rmale

26. PM-125 S P/N 2502602.01
27. PM-125 S BIACK wevveeeerecrrncerreerne P/N 2502602.02
28. PM-125 3/8 P/N 2502602.03
29.PM-125 PL P/N 2502602.05

Available Magnetic Mount Connections

MAG-PL

UHF-female connector

MADE IN ITALY since 1972

MAG 145 magnetic mount

Frequency Range: from DCto 500 MHz

Overall Size: 3160 mm, 6.3 in

Materials: Ferrite magnet, Chromed Brass, Nylon, Rubber profection
Cable/ Connector: 3.6m, 11.8ftRG 58,/ PL259 R male

30. MAG 145 S P/N 2502702.01
31, MAG 145 SBIACK vevveevereereeerrenne P/N 2502702.02
32. MAG 145 3/8 P/N 2502702.03
33. MAG 145 PL P/N 2502702.05

ABN-2 TRUNK MOUNT

Type: Trunk mount Mounting hole: @16 mm, 5/8in
Dimension LxWxH: 60x80x60mm /2.4x3.1x2.4in
Material: Black powder painted steel

34, ABN-2 black P/N 2504105.00

MIRROR MOUNT

Mounting hole: @16 mm, 5/81in
Material- Galvanized steel

38. ASP-1 Chrome P/N 2504004.00

UPGRADE NEW SLOT FOR CABLE

M-1
BRACKET

D|men5|oanWxH 38x64x98mm / 1.5x2.5x3.8in

Weight (approx.): 2 Material: Stainless Steel

Mounting holes: ZX(ZH mm-5/8in. Fixing holes: 7x@6.5mm-1/4in
41. M-1"bracket P/N 2503503.00
41. M-1 bracket w/ fixing set ............... P/N 2503503.00/5A

35

KF-GUTTER MOUNT

Type: Gutter mount
ounhngi hole: @16 mm, 5/8in
35.KF b

P/N'2504205.00

Wounting hole:
016 mm, 0.63in

STRONG MIRROR MOUNT

Mounting hole: @16 mm
Dimension Lx WxH: 60x5 x85 mm/2.3x2.0x3.3in

Material: Aluminium, Stainless steel

39. ASP-4L P/N 2504310.00

NEW

UPGRADE NEW SLOT FOR CABLE

M-2
BRACKET |

Dimension LxWxH: 38x100x180mm,/1.5x3.9x7in -5.
Weight (approx.): 210gr.  Material: Stainless Stesl
Mounting holes: 2x@ T6mm-5/8in

P/N 2503203.00

42. M-2 bracket
42. M-2 bracket w/ fixing sef ...........ooooocccc. P/N 2503203.00/SA

KF-GUTTER SET

Type: Gutter mount
30 K w38, 4m-13f coble/PLIY

Mounting hole: @16 mm, 5/8in
l}], ................ P/N 2504205.03
37. KF w/S0239, 4m-13ft cable/PL259 P/N 2504205.20

Dimension LxWxH: 67x94x124mm / 2.6x3.7x4.9in
Weight (a ﬁprox) 330gr,0.71b

Material:

40. M-8 N

ylon Stainless steel hardware, ruhbergusket
MAriNg MOUNT ... P/N

2503301.00

FIXING BRACKET

Topssize: @ 38mm-1.5in for antenna fmmg

Botton Size: ﬁ42/50mm 1.6/1.9inforfitting

We| htg rox) l OOQr 2.41b  Material: Galvanized steel
niversal P/N 2510004.00
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45.PLto 3/8

Type: Magnefic mount adaptor

Material: Chromed zamac, Nylon

Connection: 44. PL-259-male to DVjoint (Black available)
45. PL-259-male o 3/8" thread

44. MAG-DV adaptor ...........ovveeeeeeccrvreeees P/N 2504502.01
44. MAG-DV adaptor black ... ... /N 2504502.02
45. MAG-3/8 adaptor ...oooeoceeeeveeeeee P/N 2504502.03

ADAPTORS

57.5B 3/8 adaptor: 3/8”-24 mount to DV joint ........ 2506606.00
58.5P 3/8 adaptor: 3/8”-24 whg) to DVjoint mount ... 2506706.00
59. DV - PL adaptor: from PL-259 mount to DV joint ... 2506806.00
60. RTxadaptor: from portable transceiver to S0-239 .. 2506906.00

THREAD ADAPTORS
M8-mT0 M7-f; M6-m 7O M6-m; Mé-m TO M5-m

Materials: 46.47. Chromed Brass, Stainless Steel
48.  Stainless Steel

46.10pcs Mé-m/ M7-female Chrome ............. P/N'30.AD007.00
47.10pcs Mé-m/ M7-female Black......... P/N 30.AD007.00/BLK
48.5pcs M5-m/Mé-m + 5pesMéx25.............. P/N 30.AD007.00

SAFETY-SET / SCREW-BOLT
Materials: Chromed plated brass
61. Safety set ChIome .........coooooorereeeeees P/N 2506506.00

62. Safety sef Black ...... P/N 2506507.00
63. Screw & Bolt Chrome .P/N 2506206.00
64. Screw & Bolt Black .........ooeeee P/N 2506207.00

SIRIO T-SHIRT

Overall Dimensions: Small - Medium - Large - XL - XXL
65. SIRIO T-SHIRT P/N 32.0016

'j ]

STAINLESS STEEL 17/7PH ROD
Boh‘%m diun;.eter ([()j) x Length (L) x Top diameter (d)

X x d (mm

49.3.0x1000x 1.5 Inox P/N 2507003.00
50.3.0x1000x 1.5 Black ... P/N 2507007.00
51.3.0x1300x 1.5 Inox P/N 2507103.00
52.3.0x1300x 1.5 Black ... P/N 2507107.00
53.3.0x1500x 1.5 Inox P/N 2507203.00
54.3.5x1600x 1.5 Inox P/N 2507303.00
55.3.5%x2000x 1.5 Inox P/N 2507403.00
56.3.5x1800x 1.5 Inox P/N 2507503.00

!
L

Promotional ltems

ANTENNAS DISPLAY

Type: Desk display for antennas

aterial: Painfed zinc supplied with rubber qasket
Antenngs' fixing hole: 8 x @ 12.5mm /8 x1/2 in
66. DISPLAY P/N 2508008.00

SIRIO PENCIL

67. SIRIO Pencil P/N 32.0012

SIRIO DESK LIGHT

DimensionsWxHxD: 360x215x75mm / 14x8.5x3in
Power: 12 VDCwith adapterto 220VAC 50Hz
69. SIRIO DESK LIGHT P/N 32.0003

SIRIO KEY STRING

68. SIRIO Key String

P/N'32.0006

) STE=

m——— 3 1T rrar

i | [ TR

SIRIO HANGING LIGHT

Dimensions Wx HxD: 360x215x75mm / 14x8.5x 3 in
Power: 12 VDC with adapter fo 220VAC 50Hz
70. SIRIO HANGING LIGHT .......ooovvvrreeee P/N 32.0003/HANG

ANTENNA'S DISPENSER

Overall Dimension Wx H: 86 x230 cm / 3x 7.4 ft

Material: Painted steel

Max weight capacity: 20 KE/44 b

71 ANTENNA'S DISPENSER ...oooooooco P/N 32.0002

MADE IN ITALY since 1972
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SUITABLE INSTALLATIONS

MOBILE ANTENNAS HOLE MOUNT MAGNETIC MOUNT BRACKET
I.";"“I'
See page 35 See page 36 See page 36
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TURBO series S o|(o|o0o|o0o (0|0
13|TURBO 800 S PL (o o o O*|0*|O*[O*[O*|O*
TURBO 1000/2000/3000 PL o ® ® [0*]|0*|O0*|O0*| O*| O
14 PERFORMER series S oo (o (o000
PERFORMER series PL e (o ® ® [0*|0*|0*|O0*| O*|O*
PERFORMER 5000 S o|lo|o|o0o|o0|e

15 PERFORMER 5000 PL oo ® |O0*|O0*|O*|O*[O*|O*
TURBO 5000 S oo (o000 (e
TURBO 5000 PL (o ® |0*|0*|O0*|O*[O*|O*
16 PERFORMER P2000 S o|(o|o0o|o0o|0|e
PERFORMER P2000 PL e (o ® ® [0*|0*|0*|O0*|O*|O*
18 BULL TRUCKER coax S o(o|o0o|o0o|0|e
BULL TRUCKER PL oo ® |0*|0*|O0*|O*[O*|O*
HI-POWER series PL e e (o ® [O*|O*|O*|O*|O*| O
HI-POWER series N S|e o0 oo (o (0o (o0 0|0

20 [MEGAW ATT series PL oo oo ® [O*|O*|0O*|O*|O*|O*
MEGAW ATT series N S|e |0 o|o(o|o0o|0o 0|0e
MEGAW ATT 4000 PL R L o |0 ® [0*]|0*|0O0*|O0*| O*| O

T 27 S ® ° ° o|(o|o0o|o0o|0|e
o |13-27 S [ [ ° o|(o|o0o|0o|0|0
T3-27 MAG [ [ S L 0*]10*|O*[O*[O*|O*
SUPER T3 MAG ® [ [ S O*[0*]O0*|O0*|O*]| O*
22 NEW DELTA 27-95 S ° [ ® o|(o|o0o|0o|0|e0
NEW DELTA 27M-95 S ® ® [ o|(o|o0ojo0o|0 |0

23 CARBONIUM 27 S ° ° o|o|o|o|0o (0@
SUPER CARBONIUM 27 S ® ® ® o|(o|0oj0o|0 |0

24 [OMEGA 27 S ° ° ° o|o|o|o|(o|e
OMEGA 27 MAG [ [ S S 0*10*|0*[O*[O*|O*

S = STD Standard supply
OPT Optional supply
O*= OPT Optional brackets (additional Base for “Hole Mount” is required)
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SUITABLE INSTALLATIONS

MOBILE ANTENNAS HOLE MOUNT MAGNETIC MOUNT BRACKET
e
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25 SUPER 70, SUPER 900 S [d [ [d oo (o o 0|0
SUPER 9 S [ [ [ oo (o (0|0 ]|e
26 TITANIUM 800 / 1000 / 1200 S [d [ ® o(o|o0o| 0o 0|0
TITANIUM 1500 blk S [ [ ® (A A A RK)
AS 100 PL ALK EAK ® [d o*[0*]O0*|O0*|O*]| O*
AS 100 N S(e|le|e]|e ° ° o(o|(o|o0o|0|e
27 |AS 100 MAG o|loe|o |0 0o S o o*|o*[Oo*|O0*| O*| O
AS 145/170 PL o|(o|o|0|0 [ ® |0*|0*|O0*|O*[O*|O*
AS 145/ 170 N S|(e|le|e]|e ° o(oe|/o|o|0o (0|0
ML 145 PL oo |o0o|o0]|e@ ) ® [O*|0*|0*|O*| O*| O*
ML 145 N S(e|le|e]|e ° o(oe|o|o |0 (o]0
28 ML 145 MAG o006 |0 0O S O*[0*]O0*|O*|O*]| O*
NEW TITANIUM 3001 PL o006 |0 0O [d ® |O*|O0*[O0*|O*|O*| O*
NEW TITANIUM 3001 N S|e|e|e|e [} oo (o (0| 0|00
NEW TITANIUM 3001 MAG ®| 0|00 0O S 0*[0*]O0*|O0*|O*]| O
SNAKE 27 S [ ) [ oo (o000
29 IMINISNAKE 27 S [d [ ® o(o|o0o|0o (0|0
MINISNAKE 27 MAG [ [ S 0*|0*|0*|O0*[O0*[O*
30 [MICRO 30/30 S S o|leo|o|o0o 0|0
31 SILVER 90 PL oo o (4 O*[0*]O0*|O0*|O*]| O*
SILVER 90 MAG ® |06 |0 S 0*[0*]0*|O0*|O*]| O*
32 TAIFUN 27 S
TRIFLEX S
SG-CB 1000 o|o (o o o o*|0*[O0*|O0*| O*| O
33 |SG-CB 1400 |00 ® O*[0*]O0*|O*|O*]| O
GL 27 S|O[OfO

S = STD Standard supply
OPT Optional supply
O*= OPT Optional brackets (additional Base for “Hole Mount” is required)
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MADE IN ITALY since 1972

SIRIO ANTENNE Srli
via Liguria 15
46049 Volta Mantovana, MN - ITALY
Ph. +39 0376 801515
Fax +39 0376 801254
www.sirioantenne.it
info@sirioantenne.it

\While the information has been carefully compiled to the best of our knowledge, nothing is intended as representation or
warranty on our part and no statement herein shall be construed as recommendation to infrange existing patents.

SIRIO ANTENNE reserves the right to change on any time and without prior warning the technical
specification on any product in this catalogue. Copyright ©2014 - Catalogue P/N 31.0001 Rev. 07/20



